
Application:  Control broad frequency reverb,flutter and reflection

Frequency Characteristics:  250 Hz -20Khz

 Installation: Staple gun or water based adhesive  

  Colour:  Charcoal grey (base panel) or flock coated in a range of colours

SoundAcoustics  FP600/60                                         

freq (Hz) absorption coefficients (typical)

100 .16

200 .32

400 .85

630 .9

800 .95

1250 1.0

2500 1.0

5000 1.1

The SoundAcoustics FP600/60 (600 x 600 x 60mm) is  a versatile 

acoustic panel designed to control acoustic reflection, reverbera-

tion and resonance above 250 Hz. The panel is designed for appli-

cations  where the aesthetics of the acoustic treatment are an im-

portant consideration. The uncoated FP600/60 panel can be in-

stalled behind fabric or canvas artwork, while maintaining a signifi-

cant degree of acoustic absorption. Typically a canvas artwork will 

reflect some high frequencies, but mid to lower frequency absorp-

tion will remain generally unaffected.

The FP600/60 can also be flock colour coated (synthetic fibre ) in a 

range of colours and installed as  a design feature, providing a myr-

iad of creative possibilities. Flock coating provides the panel with an 

attractive soft “suede like” finish. Flock coating does not affect the 

acoustic performance of the panel. Standard colours are: 

Deep Red, Mid Grey, Electric Blue, Black,  Coffee/Beige, Burgundy.

 

Like all SoundAcoustics products the FP600/60 features the 

unique patented “Staple T” to allow simple installation with a staple 

gun as an alternative to adhesive. 

The FP600/60 is manufactured in Australia from high density 

combustion modified polyurethane foam. The FP600/60 is also 

available in Class  1 fire rated Willtec for special applications.

For further information contact:

SoundAcoustics  

ph & fax: 03 9410 9335

sales@soundacoustics.com.au

www.soundacoustics.com.au




